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Product Type

Raw material

Function

Qaulity Product Certification DoP1)

Characteristic Standard Unit DoP declared 
mean value

NGS declared 
mean value2)

NGS max. 
tolerance3)

NGS declared 
tolerance4)

NGS control 
limits5)

Mass per unit area EN ISO 9864 g/m² (-) 150 ± 15,0 ± 15,0 135,0 - 165,0
Mechanical test
Tensile strength MD EN ISO 10319 kN/m 12,00 12,00 -1,20 -1,20
Tensile strength CMD EN ISO 10319 kN/m 12,00 12,00 -1,20 -1,20 ≥10,80
Tensile strain at tensile strength MD EN ISO 10319 % 50,0 50,0 -10,0 -10,0
Tensile strain at tensile strength CMD EN ISO 10319 % 45,0 45,0 -9,0 -9,0 ≥38,0
Static puncture test EN ISO 12236 kN 1,600 1,600 -0,160 -0,160 ≥1,440

NGS

GTX-N

PP

Separation+Filtration

NGS-50268

01.12.2021

30.11.2023

DuPont de Nemours

SF45



Dynamic perforation resistance EN ISO 13433 mm 30 30 +7,5 +7,5 ≤37,5
Energy index NorGeoSpec 2012 kN/m (-) 2,1 0,0 ≥2,1
Hydraulic test
Permeability normal to the plane 
without load EN ISO 11058 m/s

0,033 0,033 -0,0099 -0,0099 ≥0,0230
Characteristic opening size EN ISO 12956 µm 130 130 ± 39,0 ± 39,0 91,0 - 169,0
Durability (Declared value)
Service Life years 100

Quality Product Certification: Separation and Filtration Application profile: 2
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